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I ‘ MATERIALS: Panel Thickness 0.082 inch
SHIELDERER: STAINLESS SIEEL:
PLASTIC HOUSING: ENGINEERING THERMOPLASTIC
_ FLAMMBILITY RATING UL 94V—0.
SPECIFICATION: CONTACTS: 0.35MM THICKNESS PHOSPHOR BRONZE
CURRENT RATING: 1.5A PLATING: GOLD PLATING OVER NICKEL IN CONTACT.
; N\
VOLTAGE RATING: 125V AC RoHS | HIGM % 7%, FH B B& Ao A R/ 3]
DIELECTRIC WITHSTANDING VOLTAGE: 1000V AC, 60Hz, Imin. Compliant HSUAN MAO TECHNOLOGY CO., LTD.
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INSULATION RESISTANCE: 500M€2 Min. #* Betty Sf‘fﬁ = == | INLINE COUPLER JACK(CAT5e) 8P8C WITH FULLY
oWa s -~ | SHIELDED WITHOUT P.C.B SELECTIVE GOLD 30U"
CONTACT RESISTANCE: 60m¢2 Max. g% Karen — 2% PLATING BLACK INSULATOR ROHS
OPERATING TEMPERATURE: 0°C TO +70°C o we MM T AL PART
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