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Electrical Characteristics :
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__ CaSestoinn |, Cosdeooin (ogol . [356] Insulation Resistance : 500MQ Min.
¥ 7.14 :
o T9.043) _cesn 554 Contact Resistance : 50mQ Max.

Withstand Voltage : 1000 VAC 1 minute.
Current Rating : 1.5A

Voltage Rating : 150VAC
Operating Temp: -40 C ~+ 85°C
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PCB THICKNESS‘:_1 .éOi0.0Smm Plated With Gold And Tin In Solder Area.
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Compliant HSUAN MAO TECHNOLOGY CO., LTD.
LED ELECTRICAL CHARACTERISTIC ARED. TOLEtCE PARTNAME & %
LED?2 LED1 # & HELEN @%% ﬁfgﬂ‘ﬁm TOP ENTRY PCB JACK 8P8C DIP TYPE
Yellow / Grasn / g 0.00 0.15 UNSHIELDED WITHOUT PANEL STOP
%W % # |00 025 LEFT:YELLOW LED/RIGHT:GREEN LED
D1-—@—Dz D3-—@—D4 1 ABBY UNIT SIZE. SELECTIVE GOLD PLATING BLACK INSULATOR ROHS
T F MM MR A4 IBARTNO.
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